




How the circular economy
of FIBCs work

Why the FPS recycling is 
unique and efficient

www.fps.com

60,000 liters (60 
tons) of water is 
needed

Recycling 1 ton of plastic material requires 
approximately 60,000 liters of water. However, 
at our recycling hub in Romania, we have our 
own water treatment and recycling system in 
place to enable water to be reused.
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Performance of FlexiGreen 
by FPS made with PCR
We provide our customers a sustainable solution while still maintaining high-quality 
standards.

TEST CRITERIA CERTIFICATION REQUIREMENT WITH 30% PCR

We use recycled resin to produce the fabric 
for our FlexiGreen by FPS, which undergoes 
a rigorous quality control process. Our 
unique Recycling Plant allows us to create 
a recycled resin that is of high quality and 
purity, ensuring that our FlexiGreen has 
the same level of performance as FIBCs 
produced with virgin material.

FlexiGreen FIBCs with 30% recycled material 
are compliant with ISO 21898 and offer the 
same benefits of reusability and recyclability 
as FIBCs made from virgin resin and 
comparable technical performance, without 
increasing the material content.

Retain at least 50% of 
breaking force and 

elongation

ISO 21898
Annex A

ASTM G154
PASS

UV Resistance
(200h, UVB-313 lamp)

≥ 6 x SWLISO 21898
Annex B PASS

Cyclic Top Lift Test
SF 6:1

ISO 21898
Annex B ≥ 5 x SWL PASS

Cyclic Top Lift Test
SF 5:1
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